2016 ROAD & BRIDGE STANDARDS

TOP OF POST

FURNISH 2 EACH %"

GALVANIZED BOLT WITH HEX HEAD,

HEX NUT AND 2 WASHERS FOR
EACH BOLT.

5'COPE FOR SHAPES WEIGHING
MORE THAN 12 LB/FT.NO COPE
FOR OTHERS.

TYPE B ZEE BAR
A /T‘OP OF SIGN
’—7/_

REMOVE ALL GALVANIZED RUNS OR
BEADS IN WASHER AREA.

TYPICAL

ANCHOR BOLTS
H.S. BOLT WITH HEX. HEAD, HEX.
NUT AND 3 WASHERS WITH EACH
BOLT. SEE TABLES FOR BOLT
DIAMETER AND TORQUE.
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PAYMENT LIMIT
FOR SIGN POST
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I FIELD_ DRILL ZEE AND POST
FOR 34" BOLTS.

[ — POST CLAMP (TYPICAL)

i
ﬁ [«<——SIGN PANEL
(SPD-2, SPD-3, OR SPD-7)

| — “EXTRUDED ALUMINUM TEE

BOTTOM OF SIGN PANEL SHALL
BE 1" + ¥" ABOVE TOP OF
FRICTION FUSE PLATE.

SEE DETALL A

CUT FLANGE AND WEB
f<—— SIGN POST USE SHIMS

AS REQUIRED TO PLUMB.
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U T, TYPICAL
iy
B B STIFFENER PLATE
BOLT KEEPER PLATE

«—— FOUNDATION STUB POST SHALL
BE THE SA
THE SIGN POST.

I
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el SAME_POST SHAPE AS
|

SIGN POST AND FOUNDATION STUB POST ELEVATION

NOTES:

1. ALL POST LENGTHS SHALL BE FIELD CHECKED BY CONTRACTOR PRIOR TO FABRICATION.
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BASE CONNECTION
¢ PLATE THICKNESS T,\\
/-STIFFENER PLATE T,
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STIFFENER PLATE T2—/
N
wl”
SIGN POST FOUNDATION STUB POST
BASE CONNECTION
PLATE THICKNESS T,
SECTION A-A SECTION B-B

FRICTION FUSE PLATE
INSTALL WITH NOTCHES
TOWARD BASE.

POST\
HINGE PLATE \ = ’
H.S. BOLTS )

DETALL A

DIRECTION OF TRAFFIC

SPECIFICATION
REFERENCE

700

A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.

INTERSTATE SIGN STRUCTURE

INSTALLATION DETAILS
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