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SECTION B-B

FLAT WASHERS
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5. FOR SIGN PANEL DETAILS, SEE STANDARD SPD-1 OR SPD-2.

HORIZONTAL SIGN HANGER ARMS SHALL STILL BE PROVIDED.

4. FOR STRUCTURES INSTALLED WITHOUT LIGHTING, 

AND STEEL SURFACES.

3. ISOLATION WASHER SHALL BE PROVIDED BETWEEN ALUMINUM 

ONLY WHERE INDICATED IN THE CONTRACT DOCUMENTS. 

2. LUMINAIRES AND LUMINAIRE RETRIEVAL SYSTEM REQUIRED 

SIGN HANGER ARM. 

INCHES PAST THE OUTERMOST VERTICAL EDGE OF THE 

THE RETRIEVAL SYSTEM SHALL EXTEND A MINIMUM OF 6 

LUMINAIRE, WHICHEVER IS GREATER.  THE OPPOSITE END OF 

THE VERTICAL EDGE (+6") OF THE OUTERMOST SIGN 

SHOULDER (+6") OR SHALL BE EXTENDED 5 FEET BEYOND 

ALIGN WITH THE VERTICAL EDGE OF THE OUTSIDE PAVED 

TURNTABLE END SHALL BE OF SUFFICIENT LENGTH TO 

ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.  

SUPPORT THE RETRIEVAL SYSTEM SHALL BE IN 

CONTRACT DOCUMENTS. SPACING OF HANGERS USED TO 

FOR THE NUMBER OF LUMINAIRES INDICATED IN THE 

SYSTEM SHALL BE EQUAL TO "LUMI-TRAK" AND DESIGNED 

1.  LUMINAIRE RETRIEVAL SYSTEM INCLUDING ELECTRICAL 
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FLAT WASHERS
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•" GALVANIZED 

FLAT WASHERS

U-BOLTS, NUTS AND 

•" GALVANIZED 

INFORMATION

RETRIEVAL SYSTEM 

ARM AND LUMINAIRE 

DETAIL FOR HANGER 

SEE ROUND CHORD 

FACE IS APPROXIMATELY 3°FROM VERTICAL.

APPROVED METHOD SO THAT THE SIGN 

VERTICAL SIGN HANGER, OR BY AN OTHER 

PIECE OF W6x9 OR WT3X4.5 TO THE 

TRAFFIC USING SHIMS, WELDING A SHORT 

TOP OF SIGN SHALL BE TILTED TOWARDS 

SIGN PANEL FACE.

A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.
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