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REFERENCE

SPECIFICATION

VIRGINIA DEPARTMENT OF TRANSPORTATION

WITH SPD-4 OR SPD-6

SHALL BE IN ACCORDANCE

SIGN PANEL DESIGN

SSP-VA

VA SIGN STRUCTURE

INSTALLATION DETAILS
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VERTICAL CLEARANCE

EDGE OF TRAVELWAY
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GUARDRAIL DEFLECTION DISTANCE. 

LOCATED SUCH THAT THE NEAR SIDE EDGE OF THE SIGN PANEL IS OUTSIDE OF THE 

OTHERWISE APPROVED BY THE ENGINEER, SIGNS PLACED BEHIND GUARDRAIL SHALL BE 

THE FACE OF CURB OR 4 FEET FROM FACE OF BARRIER, IF PRESENT.  UNLESS 

4. THE LATERAL CLEARANCE TO THE SIGN PANEL SHALL BE A MINIMUM OF 2 FEET FROM 

BARRIER, OR GUARDRAIL AS PER NOTE 4. 

WHEN THE SIGN IS LOCATED AT LEAST THE MINIMUM DISTANCE BEHIND CURB, 

SLOPE GREATER THAN 3:1, OR 

 WHEN SIGNS OR PORTIONS OF SIGNS ARE LOCATED MORE THAN 10 FEET UP A CUT 

TO 5 FEET FOR EITHER OF THE FOLLOWING CONDITIONS:

SIGN WITHIN THE CLEAR ZONE.  THIS MINIMUM VERTICAL CLEARANCE MAY BE REDUCED 

FINISHED GRADE BENEATH THE PANEL) SHALL BE 7 FEET FOR ANY PORTION OF THE 

3. MINIMUM VERTICAL CLEARANCE (DISTANCE BETWEEN BOTTOM OF SIGN PANEL AND 

SIGN PANEL AS PER NOTE 3.

FEET, EXCEPT WHEN NECESSARY TO ACHIEVE MINIMUM VERTICAL CLEARANCE BENEATH 

2. MAXIMUM MOUNTING HEIGHT (h) FOR THE BOTTOM-MOST SIGN PANEL(S) SHALL BE 8 

ACCORDANCE WITH SECTION 700. 

1. FOUNDATION LOCATIONS SHALL BE APPROVED BY ENGINEER PRIOR TO INSTALLATION IN 
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A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.


