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SURFACE

FINISHED

( SLOPED TO DRAIN AWAY FROM CABINET )

CONDUIT AS SPECIFIED ON CONTRACT

DOCUMENTS FOR POWER SERVICE

ADJACENT TO FRONT CABINET DOOR

CLASS A3 CONCRETE PAD 

CONTRACT DOCUMENTS

3-2" MINIMUM SPARE CONDUITS REQUIRED FOR FUTURE USE

SHALL BE STUBBED OUT AND CAPPED. NOTE THAT ADDITIONAL

SPARE CONDUITS MAY BE REQUIRED BY THE CONTRACT DOCUMENTS.

1-1" MIN. CONDUIT REQUIRED FOR GROUNDING ELECTRODE CONDUCTOR
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SEE NOTE

DEPTH

FOR CONDUIT

SEE ECI-1, 2

3" MAX.

2" MIN.

(2% MAX)

FROM CABINET

DRAIN AWAY

SLOPED TO
AND CABINET

AFTER INSTALLATION OF THE NUTS, WASHERS

ƒ" ABOVE THE TOP OF THE NUT

THE ANCHOR BOLTS SHALL EXTEND ‚" TO
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TO 3" BELOW CONDUIT

NO. 25 OR 26 AGGR.

BACKFILL WITH
CLASS A3 CONCRETE

SEE NOTE 4

WITH 2" 90 DEGREE BEND

MIN. 16" LONG

ƒ" ANCHOR BOLT

GROUNDING ELECTRODE CONDUCTOR

CONDUCTOR

GROUNDING ELECTRODE
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TRAFFIC SIGNAL EQUIPMENT CABINET.

CF-1 FOUNDATION IS INTENDED FOR USE WITH TYPE "A" (NEMA TS-2)6.

EXCAVATED AREAS SHALL BE BACKFILLED WITH AGGREGATE.5.

BEYOND ALL SIDES OF THE CABINET.

FOUNDATION LENGTH AND WIDTH SHALL PROJECT A MINIMUM 4"4.

SEALANT.

JOINTS SHALL BE SEALED WITH AN APPROVED WATERPROOF SILICONE

THE CONTROLLER CABINET AT THE INSIDE AND OUTSIDE FOUNDATION3.

CABINET SHALL BE CENTERED ON FOUNDATION.2.

CABINET.

ANCHOR BOLTS AND BOLT TEMPLATE SHALL BE FURNISHED WITH1.
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CABINET FOUNDATION DETAILS

TYPE A TRAFFIC SIGNAL EQUIPMENT
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A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.


