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SOIL COVER

MIN. 2’-0"

MIN. 12"

SIGNAL POLE FOUNDATION
INSTALLATION DETAILS

ANCHOR BOLTS

TO SIDEWALK DETAIL

FOUNDATION ADJACENT 

DETAIL B

BY THE ENGINEER

DIRECTED OTHERWISE 

MAX. 4’-0" UNLESS 

MIN. 2’-0" SOIL COVER

SIDEWALK DETAIL

FOUNDATION NOT IN 

DETAIL A

POLE

CIRCULAR BASE PLATE

POLE MANUFACTURER

REQUIRED BY SIGNAL 

BOLT PROJECTION AS 

PLATE CONNECTION DETAIL

ANCHOR BOLT AND BASE 

DETAIL D

ANCHOR BOLT PLUS ONE INCH.

GREATER THAN THE DIAMETER OF 

FOUNDATION SHALL BE NO 

BASE PLATE AND TOP OF 

DISTANCE BETWEEN BOTTOM OF 

2" DIA. ANCHOR BOLTS

LEVELING NUTS AND WASHERS

BY THE ENGINEER

DIRECTED OTHERWISE 

4’-0" MAX. UNLESS 

12" MIN.
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ACCESS ROUTE

SIDEWALK OR PEDESTRIAN 

SEE NOTE 15

5’-0" MIN.

5’-0" MIN.

�" PREFORMED JOINT FILLER

ACCESS ROUTE

SIDEWALK OR PEDESTRIAN 

(IF APPROVED BY THE ENGINEER)

ADJACENT TO SIDEWALK DETAIL

ALTERNATE FOUNDATION 

DETAIL C

ANCHOR BOLTSANCHOR BOLTS

MIN. 2’-0" SOIL COVER

12" MIN.

ABOVE TOP NUT

�" MIN. PROJECTION 
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A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.

12" MIN.

12" MIN.

BY THE ENGINEER

DIRECTED OTHERWISE 

4’-0" MAX. UNLESS 

12" MIN.


