'-3" (TYP.) | 6'-3" (TYP.) LENGTH OF NEED (SEE NOTE 3)
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NOTES:

1. ALTERNATE BREAKAWAY CABLE TERMINAL (GR-9) IS TO BE ET-2000 (SIMILAR TQO AS
SHOWN), OR CAT (ST'D. MB-3 TERMINAL OPTION) AS MANUFACTURED BY SYRO STEEL
COMPANY BRAKEMASTER (ST'D. MB-3 TERMINAL OPTION) AS MANUFACTURED BY ENERGY
ABSORPTION SYSTEMS, INC., THE SKT-350 AS MANUFACTURED BY ROAD SYSTEMS, INC.,
OR OTHER VDOT APPROVED EQUAL MEETING NCHRP 350 TESTING CRITERIA.

2. ALL TERMINALS SHALL BE INSTALLED ACCORDING TO THE MANUFACTURE'S INSTALLATION
INSTRUCTIONS AND THE FOLLOWING VDOT REQUIREMENTS:

A. ALL STANDARD GR-9 TERMINALS (SIMILAR TO AS SHOWN ABOVE) SHALL BE INSTALLED
WITH A 1FT, OFFSET ACCOMPLISHED WITH A 50:1 FLARE TO PREVENT THE GUARDRAIL
EXTRUDER FROM ENCROACHING ON THE SHOULDER FOR 3R WORK WHERE RIGHT OF
WAY IS LIMITED, THE OFFSET CAN BE DECREASED AS DIRECTED BY THE ENGINEER.

B. DIRECTION OF THE REFLECTIVE TAPE ON THE EXTRUDER SHALL CONFORM TO MUTCD
APPLICATION FOR DIAGONAL STRIPES ON OBJECT MARKERS AND BRIDGE END PANELS.
COLOR OF TAPE SHALL BE AMBER (YELLOW).

C. DO NOT CHANGE THE LAPPING OF TERMINAL FOR ANY INSTALLATIONS: INSTALL AS TESTED.

3. IF THE CALCULATED LENGTH OF NEED CANNOT BE MET FOR THE SITES OF RETROFIT,
¥8|N¥EEIA”EZEA£§ UPGRADE OF TERMINALS, PROVIDE AS MUCH DISTANCE AS POSSIBLE

4, THIS_DRAWING IS REPRESENTATIONAL ONLY. DETALS, DIMENSIONS, QUANTITIES, AND OTHER
INFORMATION NOT SHOWN WILL VARY FOR EACH MANUFACTURER. SEE INDIVIDUAL
MANUFACTURER'S PLANS FOR THIS INFORMATION.
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