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SEE NOTE 3

SEE NOTE 3

AND NO LESS THAN 3.5%.

THAN 5% ITS LENGTH 

SHALL BE NO GREATER 

SPAN SAG AFTER LOADING 

SPAN WIRE

TETHER WIRE
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ID TAG (ABOVE HANDHOLE)

SEE NOTE 6

SEE NOTE 1

(SEPARATE PAY ITEM)

PF-8 FOUNDATION 

SIGN

(SEE STANDARD PA-2)

PEDESTRIAN PUSH BUTTON 

POLE CAP

REMOVABLE
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HANDHOLE COVER WITH CHAIN
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TETHER WIRE RIGGING SHALL BE IN ACCORDANCE WITH STANDARD TA-1. 

3. SPAN WIRE RIGGING SHALL BE IN ACCORDANCE WITH STANDARD WD-1. 

MINIMUM CLEARANCE, USING NO EXTENSIONS AS SHOWN BY STANDARD SW-1.

WILL RESULT IN THE LOWEST SIGNAL HEAD SECTION MAINTAINING THE 

TO THE SAME POLE SHALL BE ATTACHED LOWER THAN 18" AS DOING SO 

LOWEST POLE CLAMP.  SPANS CROSSING A LESSER DISTANCE AND ATTACHED 

GREATEST DISTANCE AT A POINT 18" FROM THE TOP OF THE POLE OR THE 

2. POLE HEIGHT DESIGNED TO ACCOMMODATE ATTACHING SPAN ACROSS THE 

1.  AS REQUIRED BY THE CONTRACT DOCUMENTS.

7. SEE STANDARD AB-1 FOR ANCHOR BOLT DETAILS.

INSTALLATION INSTRUCTIONS WITHOUT THE USE OF SPACERS OR SHIMS.

6. POLE CLAMP SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S 

THAT ARE LOCATED MORE THAN 4 FEET UP THE STRUCTURE.

5. A "J" HOOK FOR WIRE SUPPORT SHALL BE PLACED NEAR ALL HANDHOLES 

BACKPLATE) SHALL BE AS PER THE CONTRACT DOCUMENTS.

THE LOWEST POINT OF THE SIGNAL HOUSING (INCLUDING BRACKETS AND 

POINT OF THE PAVEMENT SURFACE IF THERE IS NO PEDESTRIAN PATH) TO 

4. THE MOUNTING HEIGHT FROM THE PEDESTRIAN PATH (OR THE HIGHEST 

STANDARD HH-1)

COVER (SEE 

HINGED HANDHOLE 

LUMINAIRE ARM

STEEL STRAIN POLE DETAILS
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NOTES:

A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.
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