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PEDESTRIAN ACTUATION
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GROUNDING LUG

1" CONDUIT

DOOR COVER

SEE NOTE 1
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A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.

ALUMINUM POST CAP

SEE NOTE 4

4•" OUTSIDE DIAMETER

IN CONTRACT DOCUMENTS

R10-3 SERIES SIGN AS SPECIFIED

GROUNDING ELECTRODE CONDUCTORS

DOCUMENTS

AS SPECIFIED ON CONTRACT 

CONDUIT TO JUNCTION BOX

PUSH BUTTON

PEDESTRIAN 

FINISHED SURFACE

6" MAXIMUM

GROUNDING ELECTRODE

PA-4 PEDESTAL POLE

08/17

PA-4

2 -‚" STAINLESS STEEL BOLTS 

STAINLESS STEEL

ATTACHED HARDWARE SHALL BE 

POLE TO BE DRILLED AND TAPPED. 

M
IN
.

ROUND CLASS A3 CONCRETE FOUNDATION

24" X 24" SQUARE OR 24" MINIMUM DIAMETER 

ON EMBEDDED END.

HEAVY HEX NUT AND MINIMUM 2•" WASHER

BOLTS ON 12" DIAMETER BOLT TEMPLATE.  

4 -ƒ" X 18" STRAIGHT GALVANIZED ANCHOR 

STRUCTURAL TUBE MATERIAL SHALL BE ALUMINUM 6061-T6 WITH MINIMUM 0.337" WALL THICKNESS.4.

SEE PEDESTAL POLE STANDARDS (PF-2) FOR INSTALLATION DETAILS.3. 

IN ACCORDANCE WITH THE MANUFACTURER'S SPECIFICATIONS.

PEDESTAL POLE SHALL HAVE A BREAKAWAY TRANSFORMER TYPE BASE. THE TRANSFORMER BASE AND NUT TIGHTENING SHALL BE2.

APPROVED METHOD SHALL BEUSED TO LOCK SHAFT IN POSITION.

IF POLE SHAFT SCREWS INTO TRANSFORMER BASE INSTEAD OF BEING WELDED, A MINIMUM OF THREE SET SCREWS OR OTHER1.
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