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REFERENCE

SPECIFICATION

VIRGINIA DEPARTMENT OF TRANSPORTATION

JUNCTION BOX

FOR TRAFFIC USE
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SEE DETAIL D

RECESSED LIFT

RING OR HANDLE 

PICKBAR DETAIL

DETAIL D

BOLT DETAIL

DETAIL C
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SURFACE PATTERN

DETAIL A

PATTERN ELEVATION

DETAIL B
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2.  GRAY IRON CASTINGS SHALL BE AS PER SECTION 224 OF THE SPECIFICATIONS. 

2.  FOUR RECESSED …" S.S. HEX HEAD BOLTS ARE REQUIRED FOR EACH COVER.

MAINTAINED BY LOCALITIES SHALL OMIT THE WORD "VDOT".

ONE (1) INCH WIDE AND RAISED ‚" HIGH.  COVERS USED FOR JUNCTION BOXES INSTALLED THAT WILL BE 

LETTERS "VDOT ELEC", "VDOT TRAFF", "VDOT COMM", "VDOT FIBER", OR "UTILITY" AS APPLICABLE ARE TO BE 

1.  EACH COVER SECTION SHALL HAVE A NON-SKID SURFACE WITH LETTERS CAST IN THE DEPRESSION ON TOP.  THE 

NOTES:

A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.
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