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ON EXIT RAMPS

ONE WAY SIGNS

WITH STOP SIGN

ON EXIT RAMPS

ONE WAY SIGNS

BACK TO BACK

2 SIGNS 

NOTES:

MOUNTING HEIGHTS OF SIGN INSTALLATIONS
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(AT EXIT RAMPS ONLY)

DO NOT ENTER SIGNS

WRONG WAY SIGNS/
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(AT EXIT RAMPS ONLY)

 DO NOT ENTER SIGN

STOP OR YIELD SIGNS AND

3
'-

0
"
 

M
IN
.

H
E
IG

H
T
 
(
h
)

M
O

U
N

T
IN

G
 (

S
E

E
 

N
O

T
E
 
1
)

M
O

U
N

T
IN

G
 

H
E
IG

H
T
 
(
h
)

ROAD AND BRIDGE STANDARDS
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INTERCHANGE EXIT RAMP SIGNING DETAILS

OF CURB.

ELEVATION AT EDGE OF TRAVELWAY OR TOP 

BOTTOM OF SIGN PANEL TO ROADWAY 

2. MOUNTING HEIGHTS (h) ARE MEASURED FROM 

EXCEPT AS NOTED ON THIS SHEET.

ACCORDANCE WITH STP-1 SHEET 1 OF 12 

1. MOUNTING HEIGHT (h) SHALL BE IN 

A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.
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