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2"�

VAR.�


2"�

2"�


2"�
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2"�
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8"�


2'-3"�


7"�
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 1'-4"�


6"�



8"�
 8"�
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7"�



2'-0"�


6"�



8"�
8"�
8"�


2'-0"�


2'-0"�


4"�



8"�


1'-3"�


8"�
 8"�


2'-0"�


ST'D. DI-2�

COLLAR &�

GRATE�
 L 2•" X 2•" X ‚" GALV.�


 4 @�

8" C-C�


 4 @�

10" C-C�


  4 @ 6" C-C�


 4 @�

10" C-C�


 4 @�

10" C-C�
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1
2
" 

M
A

X
.�




ALLOWABLE�

CONSTRUCTION�

JOINT�


  4 @ �

4" C-C�


STANDARD RISER�

UNIT�


(CG-6 CURB AND GUTTER)�
 (FOR USE WITH CG-7 CURB AND GUTTER)�


INDICATES AREA�

OF CONCRETE TO �

BE POURED IN PLACE�


HOLES PROVIDED�

FOR  4 X 8" DOWELS�


APPROACH�

GUTTER�


1'-4"�


L 2•" x 2•" x ‚" GALV.�


2
'-4

"�



2
'-2

"�



7"�
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2
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M
A

X
.�
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INDICATES AREA�

OF CONCRETE TO �

BE POURED IN PLACE�


HOLES PROVIDED�

FOR  4 X 8" DOWELS�


APPROACH�

GUTTER�


L 2•" x 2•" x ‚" GALV.�
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VAR.�


DOWEL THROAT SECTION TO�

CHAMBER IF CAST SEPERATELY�

OR PROVIDE ALTERNATE VDOT�

APPROVED METHOD OF INTERLOCK.�


1.�

 �

2.�

 �

3.�

 �

4.�

 �

 �

5.�

 �

6.�

 �

7.�


H�


H�
 H�


PIPE SIZE�

"H" DIMENSION�

(CONCRETE PIPE)�


12"�


15"�


18"�


21"�


24"�


27"�


30"�


33"�


36"�


42"�


48"�


4'-8"�


4'-11‚"�


5'-2•"�


5'-5ƒ"�


5'-9"�


6'-0‚"�


6'-6•"�


6'-9ƒ"�


7'-1"�


7'-7•"�


8'-2"�


VIRGINIA DEPARTMENT OF TRANSPORTATION�


SPECIFICATION�

REFERENCE�


105�


233�


302�


T-DI-2�


ROAD AND BRIDGE STANDARDS�


REVISION DATE�


103.04�


SHEET  1  OF 1�


SLOT LENGTH "L"�


VARIES 20'-0" MAX.�


2'-2"�


 6
" 

�



M
IN

.�



LOCATION OF HOLE TO VARY WITH �

TYPE OF INLET CONSTRUCTED.  �

HOLE MAY BE SHIFTED RIGHT, LEFT�

OR CENTERED.�


SEE GENERAL NOTES - PRECAST FOR ADDITIONAL DETAILS.�


CONCRETE TO BE 4000 PSI MINIMUM.�


REINFORCING STEEL IN ACCORDANCE WITH ASTM-615.�


DIMENSIONS SHOWN ARE MINIMUM.  ACTUAL DIMENSIONS MAY �

VARY WITH MANUFACTURER.�


FOR DETAILS OF FRAME AND GRATE SEE STANDARD DI-2A, B, C.�


VERTICAL REINFORCING BARS TO BE CONTINUOUS THROUGH JOINT.�


STANDARD ST-1 STEPS NOT REQUIRED IN THIS TOP UNIT.�


MC 6X12�

GALV.�


B�


B�

A�


A�


SECTION A-A�


NOTES�


PLAN�


SECTION B-B�
 ALTERNATE SECTION B-B�


RECOMMENDED MINIMUM�


HEIGHT CHART�


STANDARD PRECAST TOP UNITS�


2016 ROAD & BRIDGE STANDARDS

2016 ROAD & BRIDGE STANDARDS




