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WALL THICKNESS (MIN) - INCHES

TESTED ACCORDING TO ASTM D-2412 AT 5  DEFLECTION.
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TRENCH.

AGAINST THE PAVEMENT SIDE OF THE 

THE TIPS OF THE CUSPS SHALL BE PLACED

WHEN A CUSPATED STYLE CORE IS USED,

0.048

0.153

4"

 8 GRADATION REQUIREMENTS.

OR CRUSHED GLASS MEETING

 57 AGGREGATE,    8 AGGREGATE

 8 GRADATION REQUIREMENTS.

OR CRUSHED GLASS MEETING

 57 AGGREGATE,    8 AGGREGATE

 8 GRADATION REQUIREMENTS.

OR CRUSHED GLASS MEETING

 57 AGGREGATE,    8 AGGREGATE
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501

240

TO EW-12

TO EW-12

EDGEDRAIN

OUTLET PIPE

NON PERFORATED

(VARIES)

PANEL HEIGHT

CATALOG NO. R-7506 OR EQUIVALENT

CAP TO BE NEENAH FOUNDRY

USING WELDED EARS

LID TO BE SECURED

DIAMETER

END OUTLET MIN. 4" OUTLET

MANUFACTURER SUPPLIED

MIN. 4" DIAMETER

TEE SECTION

PREFABRICATED 

32.5 H.D.P.E. PIPE

4" MIN. I.D. SDR

DIAMETER

TEE SECTION MIN. 4" OUTLET

MANUFACTURER SUPPLIED

5" MIN.

HEIGHT VARIES

ELEVATION VIEW

INSPECTION PORT

UD - 5

PLAN VIEW

PIPE

OUTLET

4" OR 6"

AGGREGATE

TRENCH WITH 

AGGREGATE

TRENCH WITH 

OUTLET PIPE

NON PERFORATED

EDGEDRAIN

GRADE

GRADE

END OUTLET
TYPICAL

GREATER.

CONCRETE SHOULDER OR 3"-WHICHEVER IS

TYPE) MINIMUM DEPTH OF EXISTING ASPHALT 

ASPHALT CONCRETE CAP-(SUPERPAVE, MIX 

SUBGRADE

OR STABILIZED

SELECT MATERIAL

DIAMETER

END OUTLET MIN. 4" OUTLET

MANUFACTURER SUPPLIED

DIAMETER

END OUTLET MIN. 4" OUTLET

MANUFACTURER SUPPLIED

90° COUPLING

A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.

07/16

LIMIT
INSPECTION PORT 

UD-5 INSPECTION PORTS SHALL BE LOCATED WHERE SPECIFIED ON THE PLANS.

 

STRUCTURE.

OUTLET PIPE TO BE SECURELY CONNECTED TO EW-12 OR OTHER DRAINAGE

 

LOCATED EVERY 350' MAXIMUM OR AS NOTED ON PLANS.

OUTLET PIPES SHALL BE INSTALLED ON 2  MIN. (3  DESIRABLE) GRADE AND 

 

RECOMMENDED AND SUPPLIED BY THE EDGEDRAIN MANUFACTURER.

ALL CONNECTIONS (ELBOWS, WYES, ETC.) TO OUTLET PIPE SHALL BE AS 

 

ABOVE INVERT ELEVATION OF RECEIVING DRAINAGE DITCH OR STRUCTURE.

INVERT ELEVATION AT OUTLET END OF OUTLET PIPE TO BE A MINIMUM OF 1'-0"
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