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END OF PIPE.

EC-1 EROSION CONTROL STONE AT OUTLET 

USED IN CONJUNCTION WITH STANDARD

ROLLED EROSION CONTROL PRODUCT MAY BE

TYPES 1, 2, AND 3.

FOR SOURCES OF APPROVED MATERIALS SEE VDOT'S APPROVED PRODUCTS LIST FOR ST'D. EC-3,

 

OF THE DITCH.

BE INSTALLED PERPENDICULAR TO THE CENTER LINE OF THE DITCH, STARTING AT THE LOWEST   ELEVATION

IF MORE THAN 3 LINES OF MATERIAL ARE REQUIRED PARALLEL TO THE   OF THE DITCH, MATERIAL SHALL

 

ELEVATIONS.

THEN EMBEDDED 6".  MATERIAL ON BOTH SIDES OF THE DITCH SHALL BE INSTALLED TO THE SAME

EC-3 MATERIAL SHOULD BE INSTALLED TO THE SHOULDER BREAK POINT OR EXISTING GROUND

 

ALL EC-3 MATERIALS ARE TO BE IN ACCORDANCE WITH THE APPROVED PRODUCTS LIST.

 

OF 12" IN LENGTH.  IN SANDY SOILS METAL STAKES A MINIMUM OF 18" IN LENGTH SHALL BE USED.

STAKES SHALL BE WOOD OR METAL AS RECOMMENDED BY THE MANUFACTURER AND SHALL BE A MINIMUM

SOIL STABILIZATION MAT

ROLLED EROSION CONTROL PRODUCT

(PERMANANT DITCH INSTALLATION )
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A COPY OF THE ORIGINAL SEALED AND SIGNED DRAWING IS ON FILE IN THE CENTRAL OFFICE.
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