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LOOP DETECTOR

INSTALLATION DETAIL

OVERLAP SAW CUT AT CORNERS

FOR UNIFORM DEPTH

BEFORE CUTTING THE SAW SLOT

1 ‚" DIAMETER HOLE DRILLED

INSTALLATION.  NOT NECESSARILY FINISHED GRADE.

LOOP SEALANT PAVEMENT JOINT LOOP CABLE

LOOP CABLE

BE CUT INTO THE BASE COURSE TO A DEPTH OF 3".

IN NEW ASPHALT CONCRETE ROADWAYS, SAW SLOTS SHALL
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SIDE VIEW

LOOP IN HYDRAULIC

CONCRETE

LOOP IN ASPHALT

SECTION A-A SECTION A-ASECTION B-B SECTION B-B

…" •" …"

3
"

•"

8"

LOOP CABLES

DEPTH OF SAW SLOT SHALL  BE MEASURED FROM PAVEMENT SURFACE AT TIME OF

1 ‚" SAW SLOT

TO JUNCTION BOX

RUN CABLE
AND/OR HOME 
NEAREST LOOP 
2' MINIMUM TO 

CEMENT CONCRETE (NO JOINT)

INTO THE EXISTING SURFACE TO A DEPTH OF 4".

RESURFACED AS PART OF THE PROJECT, SAW SLOTS SHALL BE CUT 

IN EXISTING ASPHALT CONCRETE ROADWAYS WHICH ARE NOT TO BE {
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SEE NOTE 1 SEE NOTE 1
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ENCLOSED IN TUBING IS INSTALLED.
SAW SLOT SHALL  BE †" WHEN LOOP DETECTOR CABLE 1.

2.

NOTES:

MAXIMUM DEPTH.

IN FINAL RIDING SURFACE SHALL HAVE A 4" MINIMUM AND 4.5" 

RIDING SURFACE AS SPECIFIED IN CONTRACT DOCUMENTS. SAW SLOTS 

OVERLAY. LOOP DETECTORS MAY BE INSTALLED THROUGH FINISHED 

INTO THE PLANED SURFACE TO A DEPTH OF 3" PRIOR TO THE 

RESURFACED AS PART OF THE PROJECT, SAW SLOTS SHALL BE CUT 

IN EXISTING ASPHALT CONCRETE ROADWAYS WHICH ARE TO BE 
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PLASTIC SLEEVE

ƒ" FLEXIBLE 

THE JUNCTION BOX.
REQUIRED SPACING AT 
TAPERED TO THE 
SAW SLOT AND THEN 
AT THE END OF THE 
6" BETWEEN EACH OTHER 
THE CONDUITS SHALL BE 
TO BE CLOSER THAN 6", 
REQUIRES THE CONDUITS 
JUNCTION BOX WIDTH 
AND CONDUITS.  IF THE 
ADJACENT SAW SLOTS 
MINIMUM 6" BETWEEN 
CONDUITS SHALL BE A 
SLOTS AND PVC 
SECTION B-B SAW 

MIN.
6" 
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