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INSTALLATION DETAILS

CONCRETE USED.

TO BE TAMPED. NO 

BACKFILL MATERIAL 

POSTS.

4' MIN. FOR ALL OTHER 

3' MIN. FOR 4"x4" POST.

SURFACE COURSE

STANDARD BITUMINOUS 

1'-0"

1'-0"

POSTS.

4' MIN. FOR ALL OTHER 

3' MIN. FOR 4"x4" POST.

METHOD OF POST DRILLING

NOTES:

3. POSTS LESS THAN 6" X 6" DO NOT REQUIRE BORE HOLES.

2. 6" X 8" WOOD POST REQUIRES TWO 3" BORE HOLES.

1.  6" X 6" WOOD POST REQUIRES TWO 2" BORE HOLES.

FOR DRAINAGE.

AT APPROX. 1/2":12" 

SLOPE BORE HOLES 

TAMPING.

IN 6" LIFTS WITH 

AND THEN BACKFILLED 

EXCAVATED MATERIAL 

MIXED WITH THE 

MATERIAL SHALL BE 

CEMENTITIOUS 

80 LBS OF 

SIGN

BOTTOM OF

BOTTOM OF SIGN
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BRACING AND POST TOLERANCE DETAIL

•" TO 2"

SQUARE TUBE POST

WOOD OR

NOTES:

WOOD OR SQUARE TUBE STEEL POST SIGN STRUCTURES

(FOR CONSTRUCTION, MAINTENANCE, PERMIT AND UTILITY ACTIVITIES)

SEE NOTE 2

SEE NOTE 2

SIGN.

AND NO MORE THAN 2 FEET ABOVE THE TOP OF THE 

2.  THE TOP OF POST SHALL BE NO MORE THAN 2" BELOW 

BRACING CONFORMING TO STANDARD STP-1.

1. SIGN WIDTHS GREATER THAN 48" SHALL REQUIRE SIGN 
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