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ESC & SWM MANUAL Section 242 - Fences. 1/1/2007 H12.pdf
Appendixa Section 244 - Roadside Development Materials 1/1/2007 H13.pdf VIRGINIA DEPARTMENT OF TRANSPORTATION
Appendixd  section 245 Geosynthetics /w2002 Jriapdt | 2007 ROAD AND BRIDGE SUPPLEMENTAL SPECIFICATIONS
AppendixC Section 245 - Geosynthetics 1/1/2007 H14_200701116:
AppendixD Section 248- Stone Matrix Asphalt Concrete 7/15/2011 H15.pdf SUPPLEMENTAL SECTION 245—GEOSYNTHETICS
AppendixE Section 248 - Stone Matrix Asphalt Concrete 1/1/2007 H15_200701116:
AppendixF Section 301.- Clearing and Grubbing 1/1/2007 H16.pdf SECTION 245—GEOSYNTHETICS of the Specifications is amended as follows:
Appendix Section 302- Drainage Structures 1/24/2012 H17.pdf | |
ETEIECEE <-ction 302 - Drainage Structures 1/1/2007 H17_200701116{ Section 245.03(a) Geotextile Fabric for Use in Silt Fences, Silt Barriers, or Filter Barriers is
Appendict section 303 - Earthwork 572012011 Higpdt replaced with the following
Appe"g"d Section 303 - Earthwork 1/1/2007 "”U";m”m (@) Geotextile Fabric for Use in Silt Fences, Silt Barriers, or Filter Barriers: Geotextile
Appendixk Section 401 - Structure Excavation 4/7/2012 H19.pdl shall be a woven fabric with monofiament yams only and function as a vertical;
AppendixL. Section 401 - Structure Excavation 1/1/2007 HIS 200701116 permeable interceptor designed to remove suspended Soi from overland water flow.
AppendixM Section 402- Sheet Piles 1/1/2007 H20.pf Fabric shall fiter and retain soil particles from sediment-laden water to prevent eroding
AppendixN Section 413 - Dismantling and Removing Existing Structures ( 8/5/2008 H21.pdf Soil from being transported off the construction site by water funolft. Fabric shall contain
Appendixo Section 413 - Dismantiing and Removing Existing Structures ( 1/1/2007 121 200701116] uliraviolet inhibitors and stabilizers to provide at least 6 months of expected, usable
appendixp Section 414 Riprep 1/25/2010 Ho2pdf construction life at a temperature of 0 degrees F to 125 degrees F. The tensile strength of
apoendia ecton a1 iy i T2 mo7o1116] the material after 6 months of installation shall be at least 50 percent of the initial
¥ :
o | section 13- Concrete siope protection 1/1/2007 123 pdf strengh
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48 Records. New Document | [NewRevision] [ Open ] [ Edit | [ Delete Filtering efficiency VTIN5 1 Min_ 75%
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In addition to these requirements, the geotextile shall comply with the requirements of
AASHTO M288 for temporary silt fence property requirements, Table 7, for grab strength
and ultraviolet stabilty.

Section 245.03(f) Geocomposite Wall Drain is amended to delete the first paragraph
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ESC&SWMMANUAL || Section 242 - Fences 1/1/2007 H12.pdf 245.01—Description

AppendixA Section 244 - Roadside Development Materials. 1/1/2007 H13.pdf ‘These specifications cover artificial fiber textile products to be used i transportation construction work.
Appendixg section 245 - Geosynthetics 1/17/2012 H14.pdf 245.02—Detail Requirements

AppendixC

Geosynthetics shall include 2 label that clearly shows the manufacturer or supplier name, style name, and

AppendixD Section 248 - Stone Matrix Asphalt Concrete 7/19/2011 H15.pdf | o e - i ool ton 15 ety with the e e
Appendixe Section 248 - Stone Matrix Asphalt Concrete 1/1/2007 H15_200701116: o e ¢ shipping document purement
AppendixF Section 301 - Clearing and Grubbing 1/1/2007 H16.pdf Each geo e il sl be wrapped of o packaged in 2 that will protect the
AppendixG Section 302 - Drainage Structures 1/20/2012 H17.pdf | gmmm“: mmmcmg e ends of the roll, from damage due f0 Shmm“' water, sunlight, and
TSR s-ciion 202 - Drainage Structures 1/1/2007 H17_20070111 Eominants. The protctive wrapping shall e matatained ding pesiods of bipmeat a0d stomage
Appendixi Section 303 - Earthwork 5/20/2011 H18.pdf During storage, geosynthetics rolls shall be elevated off the ground and adequately covered to protect them
Appendix) Section 303 - Earthwork 1/1/2007 H18_200701116; fiom the following: site construction damage; precipitation: extended ultraviolet radiation including
Appendixk Section 401 - Structure Excavation 4/7/2012 H19.pdf sunlight: chemicals that are strong acids or strong bases: flames including welding sparks: temperatures in
Appendixt Section 401 - Structure Excavation 1/1/2007 H19_20070111¢ excess of 160 degrees F; and other environmental conditions that may damage the physical property values
AppendixM ‘Section 402 - Sheet piles 1/1/2007 H20.pof of the geosynthetic. Geosynthetics that are not properly protected may be subject to rejection.
AppendixN Section 413 - Dismantling and Removing Existing Structures | 8/5/2008 H21.pdf 245.03—Testing and Documentation
Appendix0 Section 413 - Dismantling and Removing Existing Structures ( 1/1/2007 H21_20070111 Each geo  materal provided 1o the project shall be tested by the Contractor o
Appendixp Section 414- Riprap 1/25/2010 H22.pdf conformance with the material properties specified herein within 24 months of submission. Test results
AppendixQ Section 414 - Riprap 1/1/2007 H22_200701116: reported from AASHTO’s National Transportation Product Evaluation Program—Laboratory Results of
- Section 415 - Concrete Slope Protection 1/1/2007 H23.pdf Evaluations on Geotextile and Geosynthetics may be used. The Contractor shall provide certification of the
<l * || saction 412 Timbar structurac /11007 e = ‘material in accordance with the requirements of AASHTO M288, Section 4, Certification, and copies of the
48 Records New Document | [NewRevision] [ Open ] [ _Edit ] [ Delete test results. The Contractor's testing. however, will not be the sole basis for acceptance.

‘The Department will sample and test the geosynthetics for acceptance to Verify conformance with this
specification. Sampling shall be performed in accordance with the requirements of ASTM D4354,
Procedure C. In the absence of the Department's testing. acceptance may be based on the manufacturer’s
certifications as a result of festing by the manufacturer of quality assurance samples obtained using the
procedure for ASTM D4354 Procedure B Sampling for Manufacturer’s Quality Assurance (MQA) Testing
Alot size shall be considered to be the shipment quantity of the given product or a truckload of the given
product, whichever is smaller

Property values, with the exception of apparent opening size (AOS) and panel vertical strain, in these
specifications represent minimum average roll values (MARV) in the weakest principal direction (ic..
average test results of any roll in a lot sampled for conformance or quality assurance testing shall meet or
exceed the minimum values provided herein). Values for AOS and panel vertical strain represent masimum
average roll values.

Tests shall be performed in accordance with the methods referenced in this specification for the indicated
application. The number of specimens to test per sample is specified by each test method. Geotextile
product acceptance shall be based on conformance to the requirements of ASTM D4759. Product
acceptance is determined by comparing the average test results of specimens in a given sample o the
specification MARYV.
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Let's discuss.
Chris.

From: Olenik, John D. (VDOT) [mailto:John. Olenik@VDOT.Virginia.gov]
Sent: Thursday, August 30, 2012 11:46 AM

To: Chris Swanson; Ashley Parks

Subject: SWM BMP database and Annual Submittal database

Ashley / chris,

Attached are some revised documents from the CN Division that need to be added / replaced into the 2013 ESC & SWM document. Please let me know if u have
any comment. This

From: Gayle, David W. (VDOT)

Sent: Monday, August 27, 2012 4:20 PM

“To: Olenik, John D. (VDOT)

King, Welford 5. (VDOT)

‘Subject: SWM BMP database and Annual Submittal database

John,

1will be off tomorrow (Tuesday, Aug 27) and I didn’t get you on the phone today. So I'm sending you the latest specifications that we have on the subject matter
in your database so you would have something to look at until we talk.

Note:

We are now considered the Design side of side of Scheduling and Contract. See https://insidevdot.cov.virginia.gov/div/sc/Design/SitePages/Home.aspx
Those documents in your list not mentioned below are handled by either the Construction or Procurement side of Scheduling and

Contract. See https://insidevdot.cov.virginia.gov/div/sc/Const/SitePages/Home.aspx or
https://insidevdot.cov.virginia.gov/div/sc/Procure/SitePages/Home aspx
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