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DEPARTMENT OF TRANSPORTATION

1401 EAST BROAD STREET

RICHMOND, VIRGINIA  23219-2000



October 2, 2006

MEMORANDUM

To:  All Holders of the Virginia Department of Transportation’s 2001 Road and Bridge Standards
The following is a list of standards contained in the 2001 Road and Bridge Standards that have been revised.  Please add these pages to your copy of the standards.  An insertable sheet will not be required in plan assemblies for the following two (2) sheets only.  


PAGE
STANDARD
REVISION

602.02
PE-1
Updated dimension lines.


702.00
GS-10
Revised sheet title.

The following is a list of revised standards to the 2001 Road and Bridge Standards that do require an insertable sheet to be included in your plan assembly until the next edition of the imperial standards is published.  Please add these pages to your copy of the standards.  They are available electronically in PDF format on the VDOT web site.  The respective insertable sheet number has been placed with the revised standard.  An insertable sheet is available for each of these revised standards in Falcon DMS for VDOT personnel and on the FTP server for consultants working on VDOT projects.  These insertable sheets will be required in plan assemblies for projects utilizing the standard items listed below effective with the March 2007 advertisement.
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106.15
a186
DSB-1
New standard for the bedding of drainage structures.


107.20
a166_8
PC-1
Revised notes.


107.20A
a166_9
PC-1
Revised notes.
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107.21
a166_9
PC-1
Revised notes.


114.01
a69
EC-1
Added dimension tables for length and thickness of erosion control stone.


114.06
isd414_1
EC-5
Replaced silt fence at culvert inlet with a check dam.


201.01
a179
CG-2
Revised notes for use of 4” and 6” curb.


201.02
a180
CG-3
Revised notes for use of 4” and 6” curb.


201.03
a179
CG-6
Revised notes for use of 4” and 6” curb.


201.04
a180
CG-7
Revised notes for use of 4” and 6” curb.


201.05
a181
MC-3, 3A
Revised notes for use of 4” and 6” curb.


201.06
a181
MC-3B, 3C
Revised notes for use of 4” and 6” curb.


202.01
a182
MC-1
Revised notes for use of 4” and 6” curb.


202.02
a159
MS-1
Revised notes for use of 4” and 6” curb.


202.03
a159
MS-1A
Revised notes for use of 4” and 6” curb.


203.04
a183
MS-2
Revised notes for use of 4” and 6” curb.


203.05
a183
MS-4
Revised notes for use of 4” and 6” curb.


303.02
a187
WP-2
New standard for asphalt pavement widening.


304.03
a188
RS-3
New standard for centerline rumble strips.


305.01
a189
TPT-1
New standard for pavement planing tie-ins.


401.02
a161
RW-3
Clarified porous backfill location.


501.05
a87
GR-2, 2A
Added note for GR-11 option in place of 50’ of rail with washers
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501.11
a89
GR-7
Revised to show only typical dimensions.


501.18
isd2390
GR-9
Revised to show only typical dimensions.


501.19
a88
GR-10
Revised depth of fill above culvert to  4’-0”.


501.20
a88
GR-10
Revised depth of fill above culvert to   4’-0” and added a note about 9” min. distance between post and culvert.


501.25
a65_1
FOA-1
Revised guardrail height to 27 ¾” ± ¾” to match GR-2.


501.26
a65_1
FOA-1
Revised guardrail height to 27 ¾” ± ¾” to match GR-2.


501.27
a65_2
FOA-1
Revised dimension of guardrail on parapet.


501.28
a66_1
FOA-2
Revised guardrail height to 27 ¾” ± ¾” to match GR-2.


501.29
a66_1
FOA-2
Revised guardrail height to 27 ¾” ± ¾” to match GR-2.


501.30
a66_2
FOA-2
Revised dimension of guardrail on parapet.

501.31
a67
FOA-4
Revised guardrail height to 27 ¾” ± ¾” to match MB-3.


501.38
a92
GR-INS
Revised tables to reflect Road Design Manual revision.


501.39
a93
GR-INS
Revised transition length for rail height adjustment.


501.40
a93
GR-INS
Revised transition length for rail height adjustment.
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501.41
a94
MB-3
Revised guardrail height to 27 ¾” ± ¾” to match GR-2.



501.53
isd1165A
MB-11A
Revised to be sheet 1 of 3.


501.54
isd1165A
MB-11A
Revised to be sheet 2 of 3.


501.54A
isd1165B
MB-11A
New staking detail for pavement locations.


1301.10
a128
LF-1
Corrected mislabeled dimensions.


1301.25
a184
WD-4
Revised notes.


1301.48
a127
JB-1A,2A,3A,4A,5A
Corrected mislabeled dimensions


1301.84
a185
ED-1, 2
Revised notes.

If you have any questions or comments regarding the listed revisions to this publication, please contact Steve Van Cleef of the Standards and Special Design Section at (804) 786-2532.

Sincerely,

Mohammad Mirshahi, P.E.

State Location and Design Engineer
David S. Ekern, P.E.
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