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Section 500:   
 Added permanent TL-3, TL-2, and TL-3 Low Maintenance Impact Attenuators 
 Removed proprietary temporary barriers from the standards 
Section 600: no major changes 
Section 700: no major changes 
Section 800:  
 TC-5.01 and TC-5.04 criteria are no longer applicable and have been removed. 
Appendix: no major changes 
Section 1000: no major changes 
Section 1100: no major changes 
Section 1200: no major changes 
Section 1300: 

The following standards are new: HH-1, AB-1, and VS-1.  
 Changes were made to the following standards: MP-2, MP-3, PF-2, PF-8, LF-1,  

LP-1/LP-2, LP-3, OSS-1SPD-2, and PM-3. 
Any questions related to this section should be directed to the Traffic Engineering Division. 
Section 1400: no major changes 
 
 
 
ALL insertable sheets currently used in conjunction with the 2008 Standards have now been 
incorporated into the 2016 Road and Bridge Standards with the exception of the following 
insertable sheets which should still be utilized where applicable. All insertable sheets will be 
located in the Central Office Environment on Falcon DMS and the FTP Server. 
 
GR-FOA-3 W-Beam Guardrail Installation Criteria (Sheets 1- 3),  
Historic Sign Marker Foundation Details (Sheets 1-2) 
Temporary Sediment Trap Detail Sheet  
______________________________________________________________________   
 
If you have any questions or comments regarding the 2016 Road & Bridge Standards, please 
contact Chuck Patterson P.E., at (804) 786-1805, of the Standards and Special Design Section. 
 
 
Sincerely, 
 
    Signature on file                                Date:  7/27/16 
 
B. A. Thrasher, P.E. 
State Location & Design Engineer 
 
 
 


