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Section IV - Traffic Signals

SUMMARY OF QUANTITIES

MAY BE SUBJECT TO CHANGE AS DEEMED
NECESSARY BY THE DEPARTMENT

Appendix IV A-4
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PROPOSED EXISTING PROPOSED SUMMARY NOTES:
Metal Pole ()] & Pedestal Pole - Metal
Wood Pole © edestal Pole - Concrete ZB n‘(;;og;pacg %,rlsm’grﬂ;z gg’gfl Cor;frolgll\;l;lm cables. @ In addltion to Section 51203k temporary signallzation,the following Is required:
Concrete Pole ) [l Metol Pedestal Mount; Control Cabinet Tgepmne: (000)0(»0?00 hg ary g The Contractor shall malntaln the exlsting slgnallzed locations In thelr present
Mast Arm Metal Signal Pole £ ° Concrete Pedestal Mount: Control Cabinet condltions to Include vehicle defection. As sequence of construction proceeds the
) Contractor furnished signal pole foundatlon deslgns shall be In accordance slgnal shall be revised on the existing spans as required. Af least a seml-octual slignal
Wood Pole w/Metal Mast Arm @ O G4  Junction Box X with SFd. PF-1 Conduﬁ%rwﬂng & grounding detalls shall be In accordance operation shall be malntalned. Existing, temporary or final stop bar detection will be required.
Combination Luminaire - Signal Metal Pole ég——a—@ ®  Man Hole 0 with SFd. PF-I. On-site controller mode and Hming ad Justments moy be required to enhance iraffic operation.
— - (
Combfnotfon Lum:no:re S!gnol Wood Pole &—° ] Hond Hole = The Contractor shall provide Initlal timings for the controllers. Trafflc data (2) Street name signs shall have a green reflective background with white reflective message
Combination Lumincire - Signal Concrete Pole 5_5‘@ 3  Loop Detector 2l should be obtalned from VDOT through the Engineer with af least 90 ond border. Slgn shall be fabricated In accordance with lype L-lor L-2 with a I border
ianal H rod days advance notice. The Clly of Anytown will provide final imings for and 1%" corner radll. Copy shall be upper case E- serles 12 (street name) and 5 (st,ave,dr,100),
One Way Sl.gno ead o—O = Quod.rupo!.e‘ Loop Detef:tor =3 Implementation, The Contractar shall contoct Signal Englreer af (000) Install In accordance with defalls on sheet I5).
Two Way Signal Head 5—-@ B Service Disconnect Switch Box A 4 000-0000 90 days In advance of requiring these Hmings.
. E  Meter Box - (@B)  Auiraffic control methods and devlces shall conform o the Manual on Uniform Trafflc Control Devices
Three Way Signal Head g‘@ A Included In the cost of this Item are the Following: for Streets and Highways,and the Virginla Supplement which Includes work area protection guldelines,
——  Span Wire — 12 Three section backplates as stated In Iatest Specifications.
Four Way Signal Head @'—g_@ AR Spon Wire w/Cable 4 Four section backplate
P . e w 50 Tunnel visors Denotes Item to be pald for on basls of plan quantlly In accordance with current Road
One Way Bracket Mounted Signal - Metal Pole === Conduit Only The totals shown above Include existing slgnal heads. and Bridge Speciflcations.
- ianal - = === Conduit w/Cable
Two Way Brocket Mounted Signal - Metal Pole b S X cuy wie (5 A single pull rope conforming to Section 700.04(h) of the Specifications () Al signal hardware except confroller shall be palnted Dark Forest Green (Sherwood Willlams *4072)

One Woy Bracket Mounted Signal - Wood Pole
Two Way Bracket Mounted Signal - Wood Pole

One Way Bracket Mounted Signal - Concrete Pole
Two Way Bracket Mounted Signal - Concrete Pole

Base Mounted Local Control Cabinet
Base Mounted System Master Cabinet
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One Way Pedestal Top Mounted Signal - Metal Pole
Two Way Pedestal Top Mounted Signal - Metal Pole
One Way Pedestal Top Mounted Signal - Metal Pole
Two Way Pedestal Top Mounted Signal - Concrete Pole

Bracket Mounted (S. O. P.) Control Cabinet Metal Pole
Bracket Mounted (S. 0. P.) Control Cabinet Wood Pole
Bracket Mounted (S. 0. P.) Control Cabinet Concrete Pole
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Pedestrion Push Button

Pedestrian Push Button On Metal Pole
Magnetic Detector - Multi Lane
Magnetic Detector - Single Lane
Magnetometer Detector Probes
Emergency Preemptor Sensor

Wood Utility Pole w/Overhead Wires
Concrete Utility Pole w/Overhead Wires

— —=——Direct Burial Cable (Signal)

Street Light
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shall be Installed Inslde the pole & luminalre arm of the combination
luminalre mast arm poles. The pull rope shall be adequately secured on
the outside of the luminalre arm & of sufficlent length to allow af least
2 of rope to be pulled outside the handhole.

Slgns shall Include mounting brackets and miscellaneous hardware suppiled
ly the contractor. Installation shall be In accordance with St'd, SMD-2,

THs Item shall have "TRAF" cast In cover.
The grounding for eleciric service condult shall be Included In the cost for this bid Item.

Al proposed loop detector shall be modifled for corner drliling only.

The standard TB-IB and TB-IC are modified to require loops placed In new
pavement areas to be Installed In base course and loops placed In pavement overiay
areas 1o be Installed In the exIsting pavement.

The Contractor shall dellver the reusable exlsting slgnal equipment (poles, signal heads,
controller cablnet,cabinet equipment.) fo the Clty Traffic Control Division, 000 Main St, Anytown
VA 00000. Contact Signal Englneer ar (000) 000-0000 48 Irs. before dellvery.

The unusable signal equiment (cable, condult, etc.) shall be dlsposed by the contractor.

®

In occordance with Sectlon 4ll of the Speclflcations. '

Included In the cost of this bld Item Is the cost of system bonding wire (*8 awg EGC).
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